
Everybody loves the Dea Amata. It is one of our most popular
luminaires. That's exactly why we called it Amata. This means
'loved' in Italian. In its own way, she makes you feel at home.
Exactly in the colour that suits you. Caring, reliable, timeless.
That's how love should be, right?

CRI 90

CCT 4000K, 3000K, 2700K, 2700K-6500K

Chromaticity
tolerance

3 MacAdam

Housing material Aluminum Die Cast

IP rating IP43/IP20

Luminaire
dimension

Ø157x105mm

Nominal fV (V) 350-700mA, 700mA

Power supply Separate Available

System power 13.5-26W, 28W

Warranty 5Y

Power (W) 11.5-24W, 25W

Lumen 1350-2590lm, 1380-2520lm, 1320-2430lm, 1520-2900lm, 1350-2600lm, 1540-2830lm, 1480-2720lm, 1300-
2500lm, 1400-2650lm, 1400-2550lm, 1340-2460lm, 1370-2620lm, 2250lm

Beam angle 45°, 35°, 50°, 40°

Voltage (V) 32.4-34.1V, 36V

Elclass Class II

Lifetime 50000h

Light source 940 (4000K / CRI90), 930 (3000K / CRI90), 927 (2700K / CRI90)

Light source energy
class

E

Light source
identifier

CLU038-1208C4-403H5M3-F1, CLU038-1208C4-303H5M3-F1, CLU038-1208C4-273H5M3-F1

Luminaire color White, Black

Mains voltage N/A

Dea Amata L SKU: 215

Adress

Tomasgårdsvägen 7

441 39 Alingsås

Telefon

+46 (0)322-30 30 10



Net weight (kg) 01.18

Nominal fA (mA) 350-700mA

Optic Reflector

Reflector color Copper, Gold, Silver High Gloss, White, Chrome, Black High Gloss, Black Matt

System efficiency 100-99lm/W, 98-97lm/W, 97-93lm/W, 113-112lm/W, 106-104lm/W, 114-109lm/W, 110-105lm/W, 101-100lm/W, 104-
107lm/W, 112-107lm/W, 107-102lm/W, 110-109lm/W, 103-98lm/W, 99-95lm/W

Light Color CCT 4000, 3000, 2700

Adress

Tomasgårdsvägen 7

441 39 Alingsås

Telefon

+46 (0)322-30 30 10



Variationer
SKU CCT Nominal

fV (V)
System
power

Power
(W)

Lumen Beam
angle

Voltage
(V)

Light
source

Light source
identifier

Luminaire
color

Reflector
color

System
efficiency

Light
Color
CCT

215FW94050CO00 4000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2590lm

45° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

White Copper 100-99lm/W 4000

215FB93050CO00 3000K 350-
700mA

13.5-26W 11.5-
24W

1380-
2520lm

45° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

Black Copper 98-97lm/W 3000

215FB92750CO00 2700K 350-
700mA

13.5-26W 11.5-
24W

1320-
2430lm

45° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

Black Copper 97-93lm/W 2700

215FB94050CO00 4000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2590lm

45° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

Black Copper 100-99lm/W 4000

215FW93050GO00 3000K 350-
700mA

13.5-26W 11.5-
24W

1380-
2520lm

45° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

White Gold 98-97lm/W 3000

215FW92750GO00 2700K 350-
700mA

13.5-26W 11.5-
24W

1320-
2430lm

45° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

White Gold 97-93lm/W 2700

215FW94050GO00 4000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2590lm

45° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

White Gold 100-99lm/W 4000

215GW94035SG00 4000K 350-
700mA

13.5-26W 11.5-
24W

1520-
2900lm

35° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

White Silver High
Gloss

113-112lm/W 4000

215FB93050GO00 3000K 350-
700mA

13.5-26W 11.5-
24W

1380-
2520lm

45° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

Black Gold 98-97lm/W 3000

215FB92750GO00 2700K 350-
700mA

13.5-26W 11.5-
24W

1320-
2430lm

45° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

Black Gold 97-93lm/W 2700

215FB94050GO00 4000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2590lm

45° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

Black Gold 100-99lm/W 4000

215FW93050WH00 3000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2600lm

50° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

White White 106-
104lm/W

3000

215GB93035SG00 3000K 350-
700mA

13.5-26W 11.5-
24W

1540-
2830lm

35° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

Black Silver High
Gloss

114-109lm/W 3000

215FB92735SG00 2700K 350-
700mA

13.5-26W 11.5-
24W

1480-
2720lm

35° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

Black Silver High
Gloss

110-105lm/W 2700

215GB94035SG00 4000K 350-
700mA

13.5-26W 11.5-
24W

1520-
2900lm

35° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

Black Silver High
Gloss

113-112lm/W 4000

215FW92750WH00 2700K 350-
700mA

13.5-26W 11.5-
24W

1300-
2500lm

50° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

White White 101-100lm/W 2700

215FW94050WH00 4000K 350-
700mA

13.5-26W 11.5-
24W

1400-
2650lm

50° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

White White 104-
107lm/W

4000

215FB93050WH00 3000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2600lm

50° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

Black White 106-
104lm/W

3000

215FB92750WH00 2700K 350-
700mA

13.5-26W 11.5-
24W

1300-
2500lm

50° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

Black White 101-100lm/W 2700

215FB94050WH00 4000K 350-
700mA

13.5-26W 11.5-
24W

1400-
2650lm

50° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

Black White 104-
107lm/W

4000

215FW93040CH00 3000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2600lm

40° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

White Chrome 112-107lm/W 3000

215FW92740CH00 2700K 350-
700mA

13.5-26W 11.5-
24W

1300-
2500lm

40° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

White Chrome 107-102lm/W 2700

215FW94040CH00 4000K 350-
700mA

13.5-26W 11.5-
24W

1400-
2650lm

40° 32.4-
34.1V

940
(4000K /
CRI90)

CLU038-
1208C4-
403H5M3-F1

White Chrome 110-109lm/W 4000

215FB93040CH00 3000K 350-
700mA

13.5-26W 11.5-
24W

1350-
2600lm

40° 32.4-
34.1V

930 (3000K
/ CRI90)

CLU038-
1208C4-
303H5M3-F1

Black Chrome 112-107lm/W 3000

215FB92740CH00 2700K 350-
700mA

13.5-26W 11.5-
24W

1300-
2500lm

40° 32.4-
34.1V

927 (2700K
/ CRI90)

CLU038-
1208C4-
273H5M3-F1

Black Chrome 107-102lm/W 2700

Adress

Tomasgårdsvägen 7

441 39 Alingsås

Telefon

+46 (0)322-30 30 10


